
Errata to GA CABO One and Two Family Dwelling Code (International Residential Code) Amendments 2005  

Errata to the January 1, 2005, Georgia State Amendments to 
the CABO One and Two Family Dwelling Code 

(International Residential Code for One- and Two-Family 
Dwellings), 2000 Edition 

 
CHAPTER 6 

WALL CONSTRUCTION 
 

SECTION R602 
WOOD WALL FRAMING 

 
R602.10.5 Continuous structural panel sheathing. 
Exception: 
In second sentence, change “15 inches (381 mm)” to “16 inches (406 mm).” 
In third and fourth sentences, change “Figure R602.10.5” to “Figure R602.10.5(2).” 
Add Figure R602.10.5(2) (see below). 
 

End of Errata. 

FIGURE R602.10.5(2)
GARAGE DOOR BRACED WALL PANEL FOR USE WITH CONTINOUSLY SHEATHED WALLS

6’ TO 18’

MAX.
 HEIGHT

10’

MIN. (2) 2x4

MIN. 3" X 11.25"  NET HEADER

FOR A PANEL SPLICE (IF NEEDED), PANEL
EDGES SHALL BE BLOCKED, AND OCCUR
WITHIN 24" OF MID-HEIGHT. ONE ROW OF
TYP. SHEATHING-TO-FRAMING NAILING IS

REQUIRED.
IF 2X4 BLOCKING IS USED, THE 2X4’S

MUST BE NAILED TOGETHER WITH  3 16D
SINKERS

WIDTH BASED ON 6:1 HEIGHT-TO-WIDTH RATIO:
FOR 120" HEIGHT, MIN. WIDTH = 20", FOR 96"
HEIGHT, MIN. WIDTH = 16", ETC.

EXTENT OF HEADER

FASTEN TOP PLATE TO HEADER WITH TWO
ROWS OF 16D SINKER NAILS AT 3" O.C. TYP.

FASTEN SHEATHING TO HEADER WITH 8D
COMMON OR GALVANIZED BOX NAILS IN 3" GRID
PATTERN AS SHOWN AND 3" O.C. IN ALL
FRAMING (STUDS, BLOCKING, AND SILLS) TYP.

1000 LB STRAP OPPOSITE SHEATHING

TYPICAL CORNER DETAIL
PER FIGURE R602.10.5

3/8" MIN. THICKNESS WOOD
STRUCTURAL PANEL SHEATHING

SEE SECTION R403.1.6

MIN. (2) 2x4

MIN.  2x4
FRAMING

TYP.


